m MOTUL DRIVE ULTIMA 75W-80 LD

Heavy Duty Manual Transmission lubricant
LD - Long Drain
100% synthetic

TYPE OF USE

DRIVE ULTIMA75W-80 LD is specifically engineered for synchronised commercial vehicle manual transmissions operating
under high loads and extended drain intervals, with or without retarder systems.

Its advanced formulation is also suitable gearboxes, combined gearbox/differential units (without limited slip), transfer gear-
boxes, mechanical transmissions without hypoid gears, and reduction gears operating under moderate to severe loads and

rotational speeds.

PERFORMANCES
STANDARDS AP| GL-4
APPROVALS MAN 341 Type Z4

ZF TE-ML 02L

ZF TE-ML 01L

ZF TE-ML 16K

ZF TE-ML 13
PERFORMANCES IVECO 18-1807 MGS1

DRIVE ULTIMA75W-80 LD is fortified with Extreme Pressure (EP) additives to provide effective anti-wear protection. It
delivers high thermal stability, ensuring reliable performance at elevated temperatures and extended service life. The
product offers strong resistance to corrosion and foaming and is compatible with all common seal types and yellow metals

typically used in a gearbox.

Furthermore, DRIVE ULTIMA75W-80 LD offers the following qualities:

» Balance between durability and fuel efficiency reduces operating costs and minimizes maintenance.
» Enhanced load carrying ability prevents component failures and subsequent vehicle downtime.
» Extended oil drain intervals maintain durability while keeping vehicles on the road for longer.

» OEM approvals provide extensive coverage making it a great service-fill product for mixed fleets.

We retain the right to modify the general characteristics of our products in order to offer to our customers the latest technical development.
Product specifications are definitive from the order which is subject to our general conditions of sale and warranty. 09/25
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MOTUL DRIVE ULTIMA 75W-80 LD

Heavy Duty Manual Transmission lubricant

LD - Long Drain
100% synthetic

RECOMMENDATIONS

Can be mixed with synthetic or mineral oils.

Oil changes should be performed according to the manufacturer's recommendations. Consult your vehicle's owner's

manual or contact a dealer for specific guidelines, as they vary.

We also recommend the use of an oil monitoring program to optimize oil change intervals and maximize equipment protec-

tion.
PROPERTIES

I
Color ASTM D1500 Amber
Viscosity grade SAE J 300 75W-80
Density at 20°C (68°F) ASTM D1298 0.857
Viscosity at 40°C (104°F) ASTM D445 58.6 mm?s
Viscosity at 100°C (212°F) ASTM D445 9.8 mm?/s
Viscosity Index ASTM D2270 153
Pour point ASTM D97 -42.0°C/-44.0 °F
Flash point ASTM D92 234 °C /453 °F

We retain the right to modify the general characteristics of our products in order to offer to our customers the latest technical development.
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