
MOTUL GEAR POWER S 75W-90
100% SYNTHETIC BASE

DESCRIPTION

Recommended for all manual transmissions requiring SAE 75W-90 grade transmission oil.
All mechanical transmissions, gearboxes, synchronized or not, gearbox/axle or transfer box
without limited slip operating with shocks, under heavy loads and low rotation speeds or
moderate loads and high rotation speeds, requiring an API GL-5 or GL-4 in SAE 75W-90 gear
oil.
Also suitable for some "hard" or noisy gearboxes.
Some manual gearboxes are not designed to use this type of transmission lubricant, before
use, always consult the vehicle maintenance manual.

APPLICATIONS

100% Synthetic gear lubricant formulated with "EP - Extreme Pressure” additives to protect
against wear and reinforced with synthetic base stocks for better resistance at high tempera-
ture and longer lifetime.
Stays in viscosity grade 90 after the KRL 20 hours shear test as requested by SAE J306
Standard.
Very high lubricating power which decreases friction and wear.
Viscosity grade 90 at high temperature to provide outstanding oil film resistance at high
temperature and/or to reduce transmission noise.
Fluid at low temperature which allows very easy gear shifting when cold.
Less effort required on the gear lever to shift the gears.
Suitable for any type of seal and yellow material used in manual gearboxes design.
Anti-corrosion, Anti-foam.

SERVICES AND EQUIPMENT

In addition to its product ranges, MotulTech can provide tools and services for the mainte-
nance and monitoring of your lubricants. Please contact your technical sales representative
for more information.

Important Notice
All information and rules about health, safety and the environment are mentioned on the
safety data sheet. It provides information about risks, safety procedures and first aid emer-
gency rules. It clarifies all procedures to implement in the case of an accidental spillage, and
for the disposal of the product and its effects on the environment. The safety data sheet is
available on www.motul.com.
Our product contains natural additives which are likely to modify the colour of the concen-
trates without altering its performance. The specifications of our products are definite only at
the time of order, and are subject to our general sale and guarantee conditions. To give our
customers the latest technical developments, the general characteristics of our products may
vary.

MOTUL | www.motultech.com
Revision Date: 08/2024

The environmental, health and safety requirements are mentioned
on the safety data sheet that is available at www.quickfds.fr
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