INBOARD 15W-40 4T

MIHEPAIIbHA BA3OBA OJIMBA

DESCRIPTION

INBOARD 4T 15W-40 - ue MOTOpHa onuvBa s CTauioHapHMX 4-X TaKTHUX Au3enis
BOAHMX TPaAHCMNOPTHUX 3acobiB aTMocdepHMX UM 3 TypboHaaoyBOM.

AOOATOK

INBOARD 4T 15W-40 3actocoByeTbCs B 4-TaKTHUX ABUIYHIB BOAHOIT TEXHIKM pO3Ba-
XanbHOro 4n NPodecinHOrO BUKOPUCTAHHA B MPICHIA Ta CONOHIN Bogi. NpusHadyeHa
OnNs AnserniB OCTaHHbOro MOKOMIHHSA, SKi OCHALLEHHI HarHiTadamu, TypboHarHitadyamm
abo aTtmoccepHux, 3 BesnocepenHim BnopckyBaHHAM «Common Rail» abo x Hacoc-
dopcyHka. CymicHa i3 nanueom 3 HM3bKUM/CepeaHiMm BMicToM Cipkn Ao 1%. Bukopu-
ctoeyetbca B gsuryHax BAUDOIN, CATERPILLAR, CUMMINS, IVECO,
LOMBARDINI, MERCRUISER, MTU, NANNI, MAN, PERKINS, VETUS-DEUTZ,
VOLKSWAGEN, VOLVO PENTA, YAMAHA, YANMAR... [onyckaeTbCs BUKOpU-
ctaHHs B OeHauHoBux asuryHax: CRUSADER, MERCRUISER, VOLVO PENTA,
YAMAHA... CymicHa 3 iHBeptopamu (HURTH, TECHNODRIVE...) 3rigHO peKkomeH-
Oauin BUpOBHMKA TEXHIKK

NMEPEBAIA

m EdpekTMBHO NpoTuaie YTBOPEHIO KOPO3ii Ha MeTaneBux MOBEpPXHAX Mig Aieto
BEMUKOI KifbKOCTI BOSIOrM Ta Cofier, HenTpanisye arpecuBHi pevyoBMHM Ta
NPOOYKTU HEMOBHOIO 3ropsaHHS MNanuea, MNOAOBXYKUM TepMiH ekcrnyaTtauil
OBUryHa.

m [lonepeaxae yTBOPEHHIO eMynbCii 3 BOAOHO.

m [ligcuneri mutodi Ta gucnepryodi pevoBuHax s 3abesnevyeHHss YNCTOTM ABUryHa
Ta 3anobiraHHA HaKoOMMYEeHHs BigKNaAeHb Ha NOPLUHAX Ta 'y KapTepi ABUryHa.

m AHTUPUKLIAHI BNacTUBOCTI ANg MiHiMi3auil BuTpaTy nanvea.
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TECHNICAL CHARACTERISTICS

CHARACTERISTICS METHOD INBOARD 4T 15W-40
Knac B'askocTi SAE J 300 15W-40

lNyctuHa npu 20 ° C (68 ° F) 0.870

B'askictb npn 40°C (104°F) ASTM D445 105,0 mm?/c

B'askictb npn 100°C (212°F) ASTM D445 15,1 mm?/c

IHOekc B'A3KOCTI ASTM D2270 |145,0

MouaTok KpucTaniasauii ASTM D97 -38,0°C/-36,4 °F
TBN ASTM D2896 | 10,6 mr KOH /r
Temnepatypa cnanaxy ASTM D92 231,0°C/446,8 °F

STANDARDS / APPROVALS / PERFORMANCE LEVEL

INBOARD 4T 15W-40 meets the following standards:
m ACEA - E7 (3amintoe E5 ta E3)
m API - CI-4/CH-4/CG-4/CF-4 (nepesuwye API CD - CE - CF) / SG/SF

INBOARD 4T 15W-40 meets or exceeds the most common specifications and OEM
requirements:
= MAN - M 3275
= GLOBAL - DHD-1
m MTU - Type Il
= VOLVO - VDS-2
= VOLVO - VDS-3
m CATERPILLAR - ECF-1a
= CUMMINS - CES 20078
m CUMMINS - CES 20077
= CUMMINS - CES 20076

PEKOMEHOALIIT

MiX3MiHHUI iHTepBan: obupaeTbecs 3rigHO pekoMeHaauin BUPOBHMKA TPaHCNOPTHOMO
3acoby i Mmoxe ByTK 3MiHEHWUI 3 OrNA4Y Ha YMOBU eKcnnyaTauii.

3a HeoOXigHOCTI, MOXe 3MillyBaTUCb 3 ONMBaMM Ha CUMHTETUYHIA YM MiHeparnbHin
OCHOBI.
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IMPORTANT NOTICE

All information and rules about health, safety and the environment are mentioned on
the safety data sheet. It provides information about risks, safety procedures and first
aid emergency rules. It clarifies all procedures to implement in the case of an
accidental spillage, and for the disposal of the product and its effects on the
environment.

The specifications of our products are definite only at the time of order, and are
subject to our general sale and guarantee conditions. To give our customers the
latest technical developments, the general characteristics of our products may vary.
The safety data sheet of this product is available at www.motul.com.
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