MOTUL MOTYLGEAR 75W-90

MacTunbHMIn maTepian ana KOpob6ok nepeaay Ta AudepeHuianis
Technosynthese®

NMPU3HAYEHHA

OcobnmBo pekomeHAoBaHO A Kopobok nepepad i3 ycknagHeHVM nepemMukaHHaM Ta/abo kopoOok nepefay siki MakoTb
BMCOKY LUYMHICTb po6oTu.

Yci MexaHivHi TpaHCMicii, CMHXPOHiI3oBaHi abo HeCMHXPOHi3oBaHi KOpoOku nepepday, kopobka nepepad/oudepeHuian,
po3gaBanbHi Kopobku nepefay Ta rinoigHi andepeHuiany 6e3 cuctem 06MEXEHOro KOB3aHHS, L0 NpaLoTb B yMOBaXx
YAAPHUX HaBaHTaXXEHb, MPU BUCOKMX HABAHTAXKEHHSIX Ta HU3bKUX LUBUAKOCTEN 06epTaHHA abo MOMIpHMX HaBaHTaXXEHHAX

Ta BUCOKMX LUBUOKOCTEN 0BepTaHHs.

CTAHOAPTU TA CXBAJNTIEHHA

STANDARDS API GL-4 / GL-5
MIL-L 2105 D

CvHTeTMYHUI MacTunbHUn matepian Technosynthese® “Extreme Pressure” 3abesnedye epeKTMBHUIA 3aXUCT Bif 3HOLLY-
BaHHSA, NOCUMEHA CUHTETUYHUMK Ba30BUMKU onNmMBaMU ANsi KPaLLOi TEPMOOKUCHOI CTabinNbHOCTI Ta MNOOOBXEHOro MiK3MiH-
Horo iHTepBany. 36epirae knac B’a3kocTi 90 nicnst 20-roguHHoro BunpobyBaHHsA Ha 3cyB KRL 3rigHo 3 Bumoramu Ctangapt
SAE J306. HagssryaiHO BMCOKa 3mMalllyBaribHa 34aTHICTb, WO 3MeHLIYe KoedilieHT TepTsi Ta 3HOC.

Knac B’askocti 90 3abe3neyye BUCOKY CTilKICTb ONMBHOI NMiBKM 40 MiABULLEHWX TEeMNepaTyp i/4v 3HWXKYE piBEHb LLYMHOCTI
TpaHcMmicii. 36epirae B’A3KICTb 3a HU3bKUX TemnepaTyp, o 3abe3nedye HafiliHy poboTy KOpobku NepeMukaHHs nepeaas.
3abesnevye nnaBHe nepemukaHHA nepefad. CymicHa 3 ycima KOHCTPYKUIHUMW maTepianamu, B TOMYy YMCHi 3 KONbOpPO-
BMMW MaTernamu, siki BUKOPUCTOBYIOTLCS B TPAHCMICISIX.

Bornogie aHTUKOPO3INHUMK | @HTUNIHHUMK BNACTUBOCTSAMM.

PEKOMEHOALJI

MixxamiHuuni iHTepBan onvemn: obMpaeTbCa 3rigHO PEKOMEHAALN BUPOOHMKa | Moxe ByTu 3MiHEHWI, 3BaXatoun Ha YMOBM

ekcnnyarauii asTomobins.
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®I3NKO-XIMIYHI MOKA3HUKN

Knac B'askocTi

lyctmHa npn 20 ° C (68 ° F)
B'askictb npu 40°C (104°F)
B'askicte npu 100°C (212°F)
IHAeKc B'A3KOCTI

Mouatok kpucTaniasauii

Temnepatypa cnanaxy

SAE J 300 75W-90
0.855
ASTM D445 114.1 mm?/c
ASTM D445 18.1 mm?/c
ASTM D2270 176.0
ASTM D97 -51.0°C/-60.0 °F
ASTM D92 199.0 °C/390.0 °F
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